
LED TWIN BATTENS 4000K
Polycarbonate IP65 non-corrosive 
weatherproof LED fittings

 
 
 
 
  

 
 
 

APPLICATIONS
- Industrial areas
- Warehouses
- Garages and workshops

CONSTRUCTION

-  Polycarbonate base and opal diffuser
- Grade 316 stainless steel clips
- Aluminium heat-sink
- Stainless steel surface mounting clips
- Can also be suspended from wire/chain
using clips provided

  
 

SPECIFICATION
Twin rows of SMD LEDs on metal core PCB

 
 1250mm (4ft) 

 
• Twin 40W, 4,600 lm, 115 l.lm/c.W

 
 
 
 

    

 
 

 

 

 
 

 

 

 

1550mm  (5ft)
• Twin 57W, 6,600 lm, 114 l.lm/c.W

1850mm (6ft)
• Twin 74W, 8,436 lm, 114 l.lm/c.W

- CRI >80
-  CCT 4000K
-  Flicker free driver
-  Impact rating: IK10

  
  

 

ORDER CODE

LX-FORTE-4

DESCRIPTION

LED Twin Batten 4ft IP65 4000K

LX-FORTE-5 LED Twin Batten 5ft IP65 4000K

LX-FORTE-6 LED Twin Batten 6ft IP65 4000K

LUXUM LED LTD  Tel: 02071182182   

www.luxum.co.uk  E-mail:   contact@luxum.co.uk
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